
            
                
                    
                        
                        

                        
                        

                        
                        

                    

                                            
                                                                                            
                                    


                                

                                                        

                        

                                                                
                                                                                            
                                    BRISBANE

Monday-Friday: 8am-5pm
Saturday: closed

Unit 1 / 8 Prosperity Place,
Park Ridge QLD 4125
(07) 3272 9001
LOCAL CALL 1300 735 840



                                

                                                                                            
                                    MELBOURNE

Monday-Friday: 8am-5pm
Saturday: closed

Unit 5 / 11 Industrial Avenue,
Thomastown VIC 3074
(03) 9302 3602
LOCAL CALL 1300 735 902



                                

                                                                                            
                                    PERTH

Monday-Friday: 8am-5pm
Saturday: 8am-12pm

Unit 3 / 41 Tate Street,
Bentley WA 6102
(08) 9358 2299
LOCAL CALL 1300 793 001



                                

                                                        

                        

                        

                                        
                        
                            

                        

                        
                            
                                
                                    8 kVA Diesel Generator 240V 33Amps Single Phase (3,000 rpm)
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                                        	Suitable for Auto Start SOLAR Systems
	Ideal for OFF GRID Solar & Battery Installations
	Water Cooled 2 Cylinder Diesel Engine
	Smartgen HGM4010N Controller
	Large 45 Ah Battery for Reliable AUTO Start
	RCD's Fitted as Standard
	Brushed Alternator with AVR
	Low Oil Protection
	Noise Level 72dBA at 7 metres


                                    

                                

                                                    

                                                                            


                    
                                                                                                                        
                                                                                                                

                                        Specifications

                                        
                                                                                                                                The 9kVA diesel generator stands out as the optimal solution for off-grid power generation. It perfectly complements off-grid solar power systems, effortlessly supplying electricity for essential home appliances such as kitchens, laundry units, televisions, computers, and lighting. Its exceptional power output ensures compatibility with even the most sensitive electronic equipment. Experience reliable and high-quality power supply with this remarkable generator.

For more help in deciding what generator size is right for your needs, check out our interactive Generator Power Calculator.

 

Key Features:

	
Water Proof: RCDs mounted in IP66 weatherproof enclosures


	
Water-Cooled Circulation System: For Better Cooling 


	
Low Oil Sensor: Fitted for engine protection shutdown


	
Electronic Controller Standard: For easy remote start options




 

	Prime Power :	8KW / 8KVA 240 Volts 33Amps
	Standby Power :	9KW / 9KVA
	Phase Voltage :	Single Phase 240 Volt
	Frequency :	50 Hertz
	Engine :	KD2V80, V Type, 2-Cylinder, 4-Stroke Water Cooled
	RPM :	3000/min (Clockwise - View From Flywheel)
	Cooling Method :	Water Cooled - System for Better Cooling
	Oil type & Capacity :	15W/40 – 2.3LT
	Alternator :	Brushed with AVR 2 Pole Clean Power Output
	Starter System : 	12 volt Electric - Large 45A/H Battery Included 
	Controller :	Smartgen HGM4010N
	 	
2 Wire / Remote Start Capable


	 	
Low Oil Protection


	Emergency Stop :	Emergency Stop Fitted
	Noise Level :	72 dBA at 7 metres
	Fuel Tank Capacity :	26 Litres (-/c Fuel Gauge)
	Running Time :	9.5 - 17 Hours Depending On Load
	Fuel Consumption :	1.5 - 2.7  litres/hour Depending On Load (50-100%)
	Chassis Enclosure :	Weather Resistant
	 	External Use
	ATS (Mains Failure) :	Easy Connect Plug (ATS Box Optional)
	DC Outlets:	No
	Single Phase Outlets :	2 x IP66 15 Amp
	 	1 x IP66 32 Amp 
	Three Phase Outlets :	No
	Hardwire Terminals :	Yes
	ELCB :	IP66 Enclosed Earth Leakage Circuit Breaker / RCBO
	Optional Extras :	Automatic Start Systems
	 	
GSM - No


	 	
Timer - Yes


	 	
Synchronisation - No


	 	
Fire Extinguisher - Yes


	 	
Wireless Remote - Yes


	 	
Padlockable Battery Isolator - Yes


	 	
Solar System Compatible (Majority) - Yes


	 	
ATS (Mains Failure Detection / Auto Transfer Switch) - Yes


	Wheels:	Heavy Duty Castors Supplied
	Weight :	310 kg
	Dimensions :	120 L x 65 W x 76 H cm (Excluding Castors)
	Shipping Weight :	318 kg
	Shipping Dimensions :	125 L x 68 W x 77 H cm




                                                                            
                                        

                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                            
                            

                                            

                

            

            
            

        